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2. Claim 

A tufted fabric product, characterized by the fact that in a tufted fabric product 33 in 
which a pile 32 is tufted on a primary base fabric 3 1 and backed with a secondary base fabric 19, 
(a) the secondary base fabric 19 is a netted foamed resin sheet in which a warp knitted net 34 is 
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used as a core fabric, a foamed resin composition 16 is coated on it, and a convex part 26 of the 
surface and back-symmetrically protruded foamed resin 16 of the warp knitted net 34 is formed; 
(b) the warp knitted net 34 is composed of a main warp 1 1 and an auxiliary warp 13 (14), the 
main warp 1 1 is continued straight in wale direction W to form chain knitted columns 12, 12\ 
12", etc., and the auxiliary warp 13(14) is connected by lapping among chain knitted columns 12, 
12', 12", etc.; (c) the gap (G) between each chain knitted column 12, 12', 12", etc., is partitioned 
for each of the several courses in the auxiliary warp 13(14) being lapped, so that continuous net 
holes 15 are formed in wale direction W; (d) the foamed resin composition 16 is coated on the 
main warp 1 1 and the auxiliary warp 13 (14) without blocking these net holes 15, the chain 
knitted columns 12, 12\ 12", etc., coated with the foamed resin composition 16 become a vertical 
column 17, the lapping auxiliary warp 13 (14) coated with the foamed resin composition 16 
becomes a horizontal column 18, and cavity holes 36 enclosed by vertical column 17 and 
horizontal column 1 8 are formed in the net holes 15 of the warp knitted net 34; (e) the convex 
part 26 is formed by the foamed resin 16 in which the cavity holes 36 are used as concave parts 
and on which the main warp 1 1 and the auxiliary warp 13 (14) is coated. 
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